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HEKLA sockets
Make your connections more versatile, robust and future proof

 COMPATIBILITY: Support for many different 
size COBs and a variety of  LEDiL optics

 USABILITY: Easy to use twist & lock 
mechanism for quick optics assembly and 
replacement

 DURABILITY: Long lasting materials that can 
handle high temperatures without losing grip

 INNOVATION: LEDiL Push-In connectors 
allow a socket to become a solderless connector

COMING

COMING

COMING

COMING
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HEKLA-socket vs -connector
HEKLA connector = HEKLA-socket + Push-in Connectors x2

F15253_HEKLA-SOCKET-A

FP15490_HEKLA-A = 

F15253_HEKLA-SOCKET-A + 

2x HEKLA-A-PIC-A

HEKLA-A-PIC-A

HEKLA-A-PIC-A

Example with HEKLA-A connector variant
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G2 REFLECTORS

BROOKE-G2

MIRELLA-G2

BARBARA-G2

HEKLA-A

BROOKE-G2, MIRELLA-G2 AND BARBARA-G2

D<70 mm, Small LES
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G2-Reflectors
BROOKE-, BARBARA- and MIRELLA-G2 optimized for new LEDs

 New generation of  small 

reflectors designed for 

consistent performance 

over a range of  COBs

 Same dimensions as legacy 

parts

 Full support for patented 

LEDiL RZ color mixing 

surface

 Twist and lock for easy 

attachment

 Compatible with 

HEKLA-A solderless 

connector

F15402_BARBARA-G2-S F15403_BARBARA-G2-W F15404_BARBARA-G2-WW

F14738_BROOKE-G2-S F14739_BROOKE-G2-M F14740_BROOKE-G2-WB
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13˚ 30˚ 50˚

F15558_MIRELLA-G2-50-SF15559_MIRELLA-G2-50-M F15560_MIRELLA-G2-50-W

16˚ 20˚ 40˚

15˚ xx˚ xx˚
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D<70 mm, Small LES
Coming in Q416 

NEW!
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RONDA
System for all architectural needs

 One common system for most downlight scenarios 

 Low profile design and easy integration into luminaire

 Symmetrical (incl. batwing types) and asymmetrical beams

 Designed to work with LEDiL solderless connectors 

 Optimized for 6-12mm LES size, and compatible with up to 
14mm LES size

D<70 mm, Small LES

Coming in Q416 

RONDA-WAS

Asymm.

RONDA-ZT45

Double asymm.

RONDA-S RONDA-W RONDA-WW RONDA-WWW

RONDA-REC-90 RONDA-REC-60
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RONDA-ZT45 and RONDA-WAS

Tilted standard track-reflector

FCN15209_RONDA-WAS

Tilted track reflector rowFCN15357_RONDA-ZT45

RONDA-ZT45 comparison to tilted track reflector RONDA-WAS comparison to tilted track reflector

 Good uniformity and smooth blending beam

 Designed for 1:2 assembly ratio

 Wall / shelf  height = aisle width

 Recommended distance along the aisle 1m ... 1.5 m

 Designed for 1:3 assembly ratio

 High peak instensity foor long reach 

and controlled lighting

 Smooth cutoff
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WINNIE
Compact and comfortable

 Unique flat folded TIR design

 Exceptional optical efficiency

 4 beams

FEATURES

 Height: 19,3 mm, Diameter: 49,8 mm

 Hyper-reflective white PC holder and optical 
grade PMMA for high efficiency

COMPATIBILITY

 Designed to work with the range of  COBs having 
LES sizes within 6 to 21 mm range

 Zhaga Book 3 compatible fastening – pre-drilled 
heatsink available

TYPICAL APPLICATIONS

 Tracklights

 Downlights

 General interior architectural lighting

CN14811_WINNIE-OCN14236_WINNIE-S CN14237_WINNIE-M CN14238_WINNIE-W

Painting illuminated with CN14236_WINNIE-S

 Luminaire installed 95 cm from the back wall

 Luminous flux (luminaire): 419 lm

 Luminaire wattage: 4.8 W
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CARMEN
Your choise for pleasant retail lighting

H: 36mm

D: 70mm

 Redefined reflector performance with smooth cutoff  and low glare

 Aesthetic hybrid design protects the COB from dust and touches

 Perfect selection of  beams for general and accent lighting

FEATURES

 No spill light, low glare and complete control of light

 Comes with black reflector, especially optimized for low UGR applications

 CARMEN-HLD-C coming Q12017 to provide compatibility with HEKLA solderless 

connectors

COMPATIBILITY

 LES sizes up to 10 mm

 LEDiL recommends spot version to be used with 6mm LES

 Holder options for HEKLA and BJB solderless connectors

TYPICAL APPLICATIONS

 Track lighting

 Retail and supermarkets

 Outdoor architectural

 General indoor lighting

14° 57°

CP15212_CARMEN-S-B CP15313_CARMEN-W-B CP15215_CARMEN-M-B 

44°
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CARMEN Holders
CARMEN-HLD-B vs –HDL-C

C15211_CARMEN-HLD-B C15732_CARMEN-HLD-C

NOT YET READY READY
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ZORYA
~340° silicone optic for retrofits

A highly efficient silicone molded LED optic that

mimics a traditional light bulb beam pattern

Conventional LED retrofit

Retrofit with ZORYA
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HEKLA Compatibility table
11x HEKLA variants and mechanical LED compatibility

HEKLA 
CONNECTOR

FP15490_HEKLA-A FP15500_HEKLA-B FP15501_HEKLA-C FP15502_HEKLA-D FP15503_HEKLA-E NA FP15947_HEKLA-G FP15948_HEKLA-H FP15949_HEKLA-I FP15957_HEKLA-J NA

HEKLA SOCKET
F15253_HEKLA-
SOCKET-A

F15254_HEKLA-
SOCKET-B

F15255_HEKLA-
SOCKET-C

F15256_HEKLA-
SOCKET-D

F14988_HEKLA-
SOCKET-E

F15616_HEKLA-
SOCKET-F

F15848_HEKLA-
SOCKET-G

F15858_HEKLA-
SOCKET-H

F15859_HEKLA-
SOCKET-I

F15956_HEKLA-
SOCKET-J

F16142_HEKLA-
SOCKET-K

Availability 
(sockets)

Now Now Now Now Now Now April 2017 April 2017 April 2017 April 2017 June 2017

Package size of LED 15,8x15,8 17,85x17,85 13,5x13,5 15.85 x 15.85 15,8x15,8 Vero10 only 15x12 19x16 19x19 13,5x13,5 Vero 13 ja 18

LEDs

Bridgelux V8 
Gen6/7 Cree CXA/B 1850

Citizen 
CLL02x/CLU02x 
LES10 Cree CXA/B1520 Bridgelux V13 Gen6 Bridgelux Vero10 NTCxS024B NSCxL036A V13 Gen7 

CXA1304 (9V, 18V, 
36V) Bridgelux Vero 13

Bridgelux V6 Gen6
Cree CXA/B 
1816/20

Citizen 
CLU0261,CLU024,C
LU026

Cree 
CXB1507,CXB1512 Bridgelux V10 Gen6 NJCxS024Z NSBxL066A H15

CXA1310 (18V & 
36V) Bridgelux Vero 18

Bridgelux H12

Citizen 
CLU700,CLU025/02
7 Bridgelux H9

Luxeon CoB 1202s 
aka CoB Mini NSBxL121A

CLL03x/CLU03x ...-
1205

CXB1310 (18V & 
36V)

Bridgelux 
V10(Gen7);

Luxeon CoB 105 
(compact) G1 NFCLL060B

CLL03x/CLU03x ...-
1206

CXB1304 (9V, 18V, 
36V)

Liteon LPTL-M082
Luxeon CoB 107 
(compact) G1 NFCLL036B

CLL03x/CLU03x ...-
1208

Osram Soleriq S9
Luxeon CoB 109 
(compact) G1 NVCxL024Z

CLL03x/CLU03x ...-
1210

Samsung COB D 
Series 1313

Luxeon CoB 205 
(compact) G2

Luxeon CoB 1202 / 
L2C5 G3 CLU710-1204B8

Seoul ZC-4
Luxeon CoB 207 
(compact) G2

Luxeon CoB 1203 / 
L2C5 G3 CLU720-1206B8

Tridonic SLE-G5 
LES6

Luxeon CoB 209 
(compact) G2 LC040C CXM-14 (AC00)

SLE-G5-LES11 LC010C
Soleriq S13 uusi 
Gen2

LC020C LC016D

Mini 
ZENIGATA/GW6Bxx
yyHD6 (6,7,9,10 W 
class) LC019D

LC026D

ZC-12 / SDWx2F1C

ZC-18 / SDWx3F1C

SLE G5 LES15 & 
XD

DMC125

DMC128

DMC104-115

DMC118
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 Use below assembly codes to get HEKLA compatible RONDA, CARMEN, 
ZORYA and WINNIE

 Lens+holder/adapter & HEKLA needs to be ordered separately

RONDA, CARMEN, ZORYA, 
WINNIE
Specific holders/adapters needed to provide compatibility with HEKLA

RONDA+HLD-C CARMEN+HLD-C ZORYA+HEKLA- WINNIE+HLD-C

FN15966_RONDA-WWW-C CP15774_CARMEN-S-C FP15072_ZORYA-SC-

HEKLA

CP15822_WINNIE-S-C

FN15968_RONDA-WW-C CP15775_CARMEN-M-C CP15824_WINNIE-M-C 

FN15969_RONDA-W-C CP15776_CARMEN-W-C CP15825_WINNIE-W-C

FN15970_RONDA-S-C CP15826_WINNIE-O-C

FN15971_RONDA-WAS-C 

FN15972_RONDA-ZT45-C 

FN15973_RONDA-REC-60-

C 

FN15974_RONDA-REC-90-

C 
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Typical LED compatibility
LEDiL indoor product families vs different LEDs

Optics

CSP 

small CSP big 3535 MP 3535 HP 5050 HP 7070 HP
COB small 
<=10mm 

COB big
>10mm 

G2-MIRELLA

G2-BROOKE

G2-BARBARA

RONDA Up to 14mm

WINNIE flat flat

FLORENTINA-1&-4X1

FLORENTINA-12X1

CARMEN

SHELLY

GABRIELLA

ZORYA

ZORYA-MINI

Linear

FLORENCE-1R
flat or low 

profile domes

FLORENCE-3R
flat or low 

profile domes

LINNEA

Mech OK

OK

Recommended

Mech NOK

MP = Mid Power LEDs

HP = High Power LEDs

CSP = Chip Scale Package LEDs


